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The SGC series of Smartuners are designed to be installed 
at the antenna feed point, thereby eliminating system loss caused 
by high VSWR on the feed line. The SGC Smartuner is the heart 
of an all band, high performance antenna system. Fast automatic 
operation requires no operator intervention, and operates with 
any HF radio. 

Features include: couplers to automatically tune just about 
any antenna (8 feet minimum) for 3 to 500 watt HF and VHF 
transceivers from | to 60 MHz. The SGC Smartuner® Family 
uses microprocessor control of a 1 (pi) or L network to match 
virtually any load to any transceiver. Requiring only 13.6VDC, 
SGC’s Smartuners are ideal for mobile and base station users. 
Their lightweight, slim design and universal mounting plate 
allow for quick and easy installation in any location. The weath- 
erproof design allows outdoor mounting, and gives the maximum 
possible muti-band performance from your antenna. Every SGC 
product is backed by an industry leading 5 year warranty for your 
assurance. As you can see, SGC Smartuners have many benefits. 
Add SGC brain power to your HF antenna system today! 


FEATURES: 


° SG-230 


1.6 to 30 MHz 
3 to 200 watts 


® SG-230 PRO 
1.6 to 30 MHz 
3 to 200 watts 
® SG-235 
1.6 to 30 MHz 
3 to 500 watts 
® SG-231 


1 to 60 MHz 
3 to 100 watts 
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See reverse for Specifications Chart to find the Smartuner® which suit your needs. 
® SGC, Inc., P.O. Box 3526 , Bellevue, WA 98009 USA 
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SGC Smartuner’Family Specifications Chart 


| Description | sG-230 |sG-230 PRO| sG-235 | SG-231 | 


HF Frequency Range 
Power Input Range (watts) 
Input Impedence Range 
(ohms) 

VSWR (Typical) 


DC Input Requirement 
(VDC) Nominal 


DC Operating Range 
(VDC) 


Input Current 
(average amps) 


Random Set Times 
(typical seconds) 


Recurrent Set Times 
(milliseconds) 


Non-volatile Memory 
Addresses 


Total combinations using 
all elements 


Antenna Length operating 
higher than 3.3MHz 


Antenna Length operating 
lower than 3.3MHz 
Installation 


Operating Temperature 
(celcius) 


Environmental 


Size Overall 
(inches/centimeters) 


Weight (pounds/kilos) 
Case Construction 


Cable(s) 

(Note: SGC special cables 
are required for additional 
features only. All couplers 
require RF and 12 volt line 
only.) 
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1.6-30MHz 
3-200 


45-55 
<2:1 


13 

10 to 17 
0.9 
<2 
<10 


500 


524, 288 
8 to 80 feet 


25 feet min. 


Any position 


-35° C to +70° C 


Waterproof at 
immersion of half 
meter, half hour 


16Dx12Wx3H 
40.6Dx30.5Wx7.6H 


8/3.5 


Plastic ABS 
Weatherproof case 
SGC special cable, 9 
feet coaxial and two 
power wire input, 
and RMT tune and 
Smartlock wire 


1.6-30MHz 
3-200 


45-55 
<1.4:1 


13.6 
10 to 17 
0.9 
<2 
<10 


170 


524, 288 
8 to 80 feet 


25 feet min. 


Any position 


-35° C to +70° C 


Waterproof at 
immersion of half 
meter, half hour 


16Dx12Wx3H 
40.6Dx30.5Wx7.6H 


8/3.5 


Plastic ABS 
Weatherproof case 
SGC special cable, 

9 feet coaxial, 
12 conductor wires 


1.8-30MHz 


3-500 


45-55 
<2:1 


13.6 


10.5 to 17 


1.4 


<2 


<10 


170 


524, 288 


23 feet min. 


50 feet min. 


Any position 


-35° C to +70° C 


Waterproof at 
immersion of half 
meter, half hour 


16Dx12Wx3H 
40.6Dx30.5Wx7.6H 


8/3.5 
Plastic ABS 


Weatherproof case 


SGC special cable, 9 
feet coaxial and two 
power wire input, and 
RMT tune and 
Smartlock wire 


SGC, Inc., P.O. Box 3526 , Bellevue, WA 98009 USA 


1-60MHz 
3-100 


45-55 
<1.4:1 


13.6 


10 to 17 


0.9 


<4 


<10 


170 
4,194, 304 
8 feet min. 


23 feet min. 


Any position 


-35° C to +70° C 


Waterproof at 


immersion of 1 
meter for 24 hours 


11.5Dx9.5Wx1.7H 
29.2Dx24.1Wx4.32H 


3.8/1.6 
Plastic ABS 


Weatherproof case 


10 feet RG-58 power 
cable, 10 feet RG-58 
coax cable with PL259 


connectors 


Tel: 425-746-6310 or 1-800-259-7331 Fax: 425-746-6384 
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SGC reserves the right to modify specifications without notice. 


